
APARAT PORNIRE SERVICII 
AUXILIARE TIP APSA-01

STARTING UNIT FOR AUXILIARY UTILIIES TYPE 
APSA-01

 Application field

!Tensiunea de alimentare:110Vcc (-30%, +25%)
!Valoarea tensiunii de anclan are:

-320V  ± 2%, prag ventila ieef 

-275V   ± 2%, prag compresoref

!Temporizare la anclan are, declan are: max. 
3,5s
!Gradul de protec ie: Ip00
!Dimensiuni: 116x111x78 mm
!Mas  net : 0,5kg

ºC ...+70ºC
!Acoperire anticoroziva realizat  electro-chimic 
prin cadmiere
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!Temperatura de funcþionare : -25
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APSA-01 este destinat s  func ioneze pe 
locomotivele electrice LE5100kW i 
LE3400kW i supravegheaz  evolu ia tensiunii 
pe faza auxiliar  a sistemului trifazat de 
alimentare a motoarelor asincrone.
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Caracteristici tehnice

Domeniul de aplicare

!Supply voltage: 110Vdc (-30%, +25%)
!Closing  voltage:

-320V  ± 2%, fan levelef 

-275V   ± 2%, compressor levelef

!Delay of response and closing voltage: max. 3,5s
!Protection degree: Ip00
!Dimensions: 116x111x78 mm
!Net weight: 0,5kg
!Operating temperature : ºC ...+70ºC
!Anticorrosive cadmium plating 

 -25

The product is designed  to monitor the auxiliary 
phase voltage of the three-phase supply system 
of the non-synchronous electric motors.

APSA

PROMAT
ISO 9001

AUTORITATEA FEROVIARÃ ROMÂNÃ

CERTIFICAT
OCS-AFER

SR EN ISO 9001

 Technical characteristics

CRAIOVA
Str. Fraþii Goleºti, bl. K28, Ap4
Tel./Fax:   004-0251-451.373
                 004-0251-431.465
Mobil:       0744528367p
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http://www.promat.ro
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